
SC-PRO SPINNING ADHESIVE CAPSULES

• �Integrated two component  
vinylester adhesive�

• �For use in combination with  
chisel point threaded rods

• �Amount of adhesive is exactly  
fitted to the drill hole diameter  
and hole depth

• �ETA Option 7 assessment  
for uncracked concrete
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INSTALLATION INSTRUCTIONS

Cat No.
Drill Dia. 

[mm]
Thread Size 

[mm]
Pack  
Qty

SC-PROM8-PWR 10 M8 10

SC-PROM10-PWR 12 M10 10

SC-PROM12-PWR 14 M12 10

SC-PROM16-PWR 18 M16 10

SC-PROM20-PWR 22 M20 10

SC-PROM24-PWR 26 M24 5

PRODUCT OVERVIEW

INSTALLATION PARAMETERS - THREADED ROD

Parameter Notation Unit
SC-PRO Threaded rod

M8 M10 M12 M16 M20 M24

Anchor diameter d [mm] 8 10 12 16 20 24

Nominal drill bit diameter d0 [mm] 10 12 14 18 22 26

Diameter of hole clearance in fixture df [mm] 9 12 14 18 22 26

Diameter of steel brush db [mm] 11 13 16 20 24 28

Effective embedment and drill hole depth hef = h1 [mm] 80 90 110 125 170 210

Minimum member thickness for hef hmin [mm] 110 120 140 160 220 260

Minimum spacing for hef smin [mm] 40 45 55 65 85 105

Minimum edge distance for hef cmin [mm] 40 45 55 65 85 105

Thickness of fixture tfix [mm] 0 mm ≤ tfix ≤ 500 mm

Maximum torque Tmax [Nm] 10 20 40 80 120 180

Torque wrench socket size Sw [mm] 13 17 19 24 30 36

APPROVALS

EUROPEAN TECHNICAL ASSESSMENT

ETA-11/0473



SC-PRO SPINNING ADHESIVE CAPSULES

Temperature ºC Curing time in dry concrete Curing time in wet concrete

> -5 5 h 10 h

> +5 60 min 120 min

> +20 20 min 40 min

> +30 10 min 20 min

SETTING TIMES

h1

hef

d0

df

tfix

Tmax

Tension 
Nall

Shear 
Vall

1 kN = 100 kg

ALLOWABLE LOADS - UNCRACKED CONCRETE - SC-PRO

Size

Drill hole dia. 
do

Fixture clearance 
hole df

Effective 
embedment depth 

hef [mm]

Torque 
Tinst

Tension 
Nall [kN]

Shear 
Vall [kN]

[mm] [mm] min [Nm] min min

M8 10 9 80 10 11.5 8.6

M10 12 12 90 20 16.2 13.1

M12 14 14 110 40 23.7 19.4

M16 18 18 125 80 33.6 36.0

M20 22 22 170 120 53.2 56.0

M24 26 26 210 180 73.2 80.6

C20/25

8.8

40°C short term, 24°C long term

NRk = NallγM  • γF

γF = 1.4


